
Advice for Builders and Developers guidance booklet

Multi occupancy premises –  
32mm standard connection

Drain off

Option 1

Minimium
100mm

Service pipe to be installed in a duct, under or 
through the foundation wall. Duct to be sized 
to accommodate the service pipe with 
insulation (where applicable) that meets the 
minimum requirements. Duct to be sealed.

A suitably approved 32 mm external 
meter manifold box for QN 3.5 meters* 
to be installed by the developer in hard 
standing ground as close to the front 
elevation as reasonably practicable.
*This is to ensure the correct flow 
requirements for a 32mm connection.

Leave enough excess 
pipe at the boundary 
with the adopted 
highway for our 
contractors to connect 
to and seal with a 
mechanical stop end. 
Note: Walls and hedges 
to be undermined.

Depth 
750mm - 1350mm

Drain off

Suitably approved
double check valve

BS1010 Stop tap

Label indentifying flat no

2 1
2 1

Option 2

Water Regulations
The diagram shown is for illustrative purposes only and specifications may 
vary dependent on the type of construction. All installations must fully 
comply with the current Water Supply (Water Fittings) Regulations 1999. 

BS1010 stop tap or suitably 
approved equivalent

Suitably approved 
concentric meter housing 
for a 15mm meter (to be a 
staggered installation)

Continuous length 
of blue coloured 
tracing mesh 
installed approx. 
halfway between 
service pipe and 
finished surface.

Adopted
highway

Private
property

Option 1 - Manifold metered in 
the communal area.

Option 2 - Manifold installed in 
a communal area for external 
isolation purposes. In addition 
to this, you will be required to 
install a stop tap, suitably 
approved meter provision for a 
15mm meter and a drain off in 
each flat.

Note: For any other design 
please consult with your local 
inspector prior to installation

Ground level Pr
op

er
ty

 B
ou

nd
ar

y

Not to scale

07/23/SD/9941b-38


