
Advice for Builders and Developers guidance booklet

Standard 25mm commercial supply with 
provision for a 15mm internal AMR meter

Service pipe ducted and insulated (where 
applicable) under or through foundation wall. 
Duct to be sized to accommodate the service 
pipe with insulation, if required, that meets the 
minimum requirements. Duct to be sealed.

Continuous length of blue coloured 
tracing mesh installed approx. 
halfway between service pipe and 
finished surface.

A suitably approved external meter manifold 
box to be installed by the developer in 
accordance with the manufacturer's 
instructions. Must be installed in hard standing 
ground (i.e. not lawned or planted areas) as 
close to the front elevation as reasonably 
practicable unless advised otherwise. 
Note:  External meter manifold boxes and 
fittings installed in contaminated land must be 
suitably approved for the circumstances in 
which they are used.

Water Regulations
The diagram shown is for 
illustrative purposes only 
and specifications may 
vary dependent on the 
type of construction. All 
installations must fully 
comply with the current 
Water Supply (Water 
Fittings) Regulations 1999.

Ground level

750mm min.
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25mm service pipe, laid in one continuous length, 
leaving enough excess pipe for our contractors to 
connect to. See quote for details. 
Note: Walls and hedges to be undermined. 

Mechanical
Stop end

Suitably approved 
meter housing

Drain off
Backflow prevention 
device (generally a 
suitably approved 
double check valve 
but may change 
subject to a risk 
assessment)

Stop tap

Suitably approved concentric meter 
housing. To be installed by developer. This 
must be installed before pipework is 
passed for connection. Pipework must be 
securely fixed to allow meter to be fitted 
into the meter housing. 

Meter must remain accessible.

UUW 15mm and 20mm meter location policy
Internal meter installation
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